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Top bracket screws

Rotate 4°
clockwise
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Front

Right Side

Back

Left Side



3” (76.2)

48 1/16”
(1220.8)

10 7/16”
(265.1)

34 9/16”
(877.9)

35 5/8”
(904.9)

1 1/8”
(28.6)

12”
(304.8)

13 9/16”
(344.5)

20 1/16”
(509.6)

1 11/16”
(42.9)

10 1/8”
(265.5) 16 7/16” (417.8)

12”
(304.8)

13 9/16”
(344.5)

1 3/4”
(44.45)

2 3/4”
(69.9)

DRAIN CONNECTION
FOR HORIZONTAL
(SEE NOTE 2,3,5)

32 1/2”
(825.5)

12 7/16”
(315.9)

1 3/8”
(34.9)

0.99”
(25.15)0.99” (25.15)

1 3/8” (34.9)

3 3/16” (81)

3 7/16” (87.3)

22 5/8”
(574.7)

22 5/8”
(574.7)

16 1/4”
(412.8)

0.77” 
(19.6)

0.50” (12.7)

3 9/16”
(90.5)

7 9/16”
(192.1)

37 15/16”
(963.6)

24 1/16”
(611.2)

2 5/16”
(58.7)6 7/8”

(174.6)

6 15/16”
(176.2)

BOTTOM RETURNSIDE RETURN

CONTROL BOX
ACCESS PANEL

NOTES:
1. PANEL DEPTH 1/2” (12.7) (TYP. ALL PANELS).
2. REMOVABLE DRAIN PAN AND ATTACHED DRAIN CONNECTION MAY BE INSTALLED ON END
    OF UNIT IN EITHER THE VERTICAL OR HORIZONTAL CONFIGURATION, PLASTIC DRAIN PAN
    ACCESS PLATE ON THE END OF UNIT OPPOSITE DRAIN CONNECTION MUST BE REMOVED TO 
    SLIDE DRAIN PAN OUT OF UNIT FOR CLEANING. ACCESS PLATE MUST BE RE-INSTALLED AFTER
    SLIDING DRAIN PAN BACK INTO UNIT.
3. IF PERIODIC DRAIN PAN CLEANING IS REQUIRED, ALLOW ROOM FOR PARTIAL REMOVAL OF
    DRAIN PAN CONNECTION AT END OF UNIT.
4. 1” (25.4) FEMALE SCHED. 40 (10.2) PVC PIPE DRAIN CONNECTION VERTICAL CONFIGURATION.
5. 1” (25.4) FEMALE SCHED. 40 (10.2) PVC PIPE DRAIN CONNECTION HORIZONTAL CONFIGURATION.

SEE NOTES 2,3,4

SEE NOTES 2,3,4

(4) - HOLE FOR HORIZONTAL
SUSPENSION

COPPER LIQUID LINE
FIELD CONNECTION

COPPER SUCTION LINE
FIELD CONNECTION

1 3/8” (34.9) O.D. SUCTION LINE

REMOTE BULB TXV

FILTER ACCESS PANEL
32” (813) MIN. DISTANCE
BOTH SIDE

FILTER

SUPPLY OPENING

BOTTOM RETURN

SIDE RETURN
BOTTOM RETURN

SUPPLY VERTICAL -
RETURN HORIZONTAL /
RETURN  VERTICAL

SUPPLY HORIZONTAL -
RETURN VERTICAL /
RETURN HORIZONTAL

(4) - HOLE FOR HORIZONTAL
SUSPENSION

SIDE RETURN

CONTROL WIRING

LINE VOLTAGE

LIQUID LINES

DUCT FLANGE
1” (25.4) 
HEIGHT

SUPPLY
OPEN

HEATER
VENTILATION

HEATER CONTROL
AND SINGLE POWER
ENTRY WIRES

32 1/2”
(825.5)

2 3/4”
(69.9)

13 5/16”
(338.14)



3” (76.2)

48 1/16”
(1220.8)

10 7/16”
(265.1)

34 9/16” 
(877.9)

35 5/8”
(904.9)

1 1/8”
(28.6)

12”
(304.8)

13 9/16”
(344.5)

20 1/16”
(509.6)

1 11/16”
(42.9)

10 1/8”
(256.5) 16 7/16” (417.8)

16 1/8”
(409.6)

17 5/16”
(439.7)

17 7/8”
(454)

12”
(304.8)

13 9/16”
(344.5)

16 1/8”
(409.6)

17 5/16”
(439.7)

1 3/4”
(44.45)

2 3/4”
(69.8)

32 1/2”
(825.5)

DRAIN CONNECTION
FOR HORIZONTAL
(SEE NOTE 2,3,5)

12 7/16”
(315.9)

3 11/16” (93.7)

1 11/16” (42.9)

1 3/8” (34.9)

0.99” (25.15)
0.99” (25.15)

1 3/8” (34.9)

1 11/16” (42.9)

3 3/16” (81)

3 11/16”
(93.7)

3 7/16” (87.3)

22 5/8”
(574.7)

1 13/16”
(46.04)

22 5/8”
(574.7)

16 1/4”
(412.8)

0.77” (19.6)

0.50” (12.7)

3 9/16”
(90.5)

7 9/16”
(192.1)

37 15/16”
(963.6)

24 1/16”
(611.2)

2 5/16”
(58.7)

6 7/8”
(174.6)

6 15/16”
(176.2)

BOTTOM RETURNSIDE RETURN

DUCT FLANGE
1” (25.4) HEIGHT

SUPPLY
OPEN

CONTROL WIRING

LINE VOLTAGE

CONTROL BOX
ACCESS PANEL

NOTES:
1. PANEL DEPTH 1/2” (12.7) (TYP. ALL PANELS).
2. REMOVABLE DRAIN PAN AND ATTACHED DRAIN CONNECTION MAY BE INSTALLED ON END
    OF UNIT IN EITHER THE VERTICAL OR HORIZONTAL CONFIGURATION, PLASTIC DRAIN PAN
    ACCESS PLATE ON THE END OF UNIT OPPOSITE DRAIN CONNECTION MUST BE REMOVED TO 
    SLIDE DRAIN PAN OUT OF UNIT FOR CLEANING. ACCESS PLATE MUST BE RE-INSTALLED AFTER
    SLIDING DRAIN PAN BACK INTO UNIT.
3. IF PERIODIC DRAIN PAN CLEANING IS REQUIRED, ALLOW ROOM FOR PARTIAL REMOVAL OF
    DRAIN CONNECTION AT END OF UNIT.
4. 1” (25.4) FEMALE SCHED. 40 (10.2) PVC PIPE DRAIN CONNECTION VERTICAL CONFIGURATION.
5. 1” (25.4) FEMALE SCHED. 40 (10.2) PVC PIPE DRAIN CONNECTION HORIZONTAL CONFIGURATION.

SEE NOTES 2,3,4

SEE NOTES 2,3,4

SUPPLY VERTICAL -
RETURN HORIZONTAL /
RETURN  VERTICAL

SUPPLY HORIZONTAL -
RETURN VERTICAL /
RETURN HORIZONTAL

(4) - HOLE FOR HORIZONTAL
SUSPENSION

COPPER LIQUID LINE
FIELD CONNECTION

COPPER SUCTION LINE
FIELD CONNECTION

LIQUID LINES

(2) REMOTE BULB TXV

FILTER ACCESS PANEL
22” (558.8) MIN. DISTANCE
BOTH SIDE

SIDE RETURN

SIDE RETURNBOTTOM RETURN

BOTTOM RETURN

SUPPLY OPENING

FILTER

(4)  HOLE FOR
HORIZONTAL
SUSPENSION

DRAIN CONNECTION

SUCTION LINE

COPPER LIQUID LINE
FIELD CONNECTION

HEATER
VENTILATION

HEATER CONTROL
AND SINGLE POWER
ENTRY WIRES

32 1/2”
(825.5)

2 3/4”
(69.8)

13 5/16”
(338.14)



16 7/8”
(428.6)

1 13/16”
(46)

2 3/4”
(69.85)

42”
(1066.8)

1 9/16”
(39.7)

16 1/16”
(408)

16 9/16”
(420.9)

10 9/16” (268.5)

3 1/2” (89.4)

1 3/16” (30.2)

22 7/8”
(581)

45 1/8”
(1146.2)

6 3/4”
(171.45)

36 7/8”
(936.6)

10 7/16”
(265.1)

54 1/16”
(1373.2)

1 3/16” (30.16)

16 11/16”
(423.9)

17 7/16”
(442.9)

20”
(508)

3 5/8” (92.1)

1 11/16” (42.9)

16 11/16”
(423.9)

17 3/8”
(441.3)

1 9/16” (39.7)

3 1/2” (88.9)

25 1/2”
(647.7)

16 1/4”
(412.8)

0.70” 
(17.8)

25 1/2”
(647.7)

24 1/16”
(611.2)

11 11/16”
(296.8)

47 1/2”
(1206.5)

8 5/16”
(211.1)

12 5/16”
(312.7)

2 1/4” (57.15)

6 13/16”
(173)

BOTTOM RETURNSIDE RETURN

CONTROL BOX
ACCESS PANEL

NOTES:
1. PANEL DEPTH 1/2” (12.7) (TYP. ALL PANELS).
2. REMOVABLE DRAIN PAN AND ATTACHED DRAIN CONNECTION MAY BE INSTALLED ON END
    OF UNIT IN EITHER THE VERTICAL OR HORIZONTAL CONFIGURATION, PLASTIC DRAIN PAN
    ACCESS PLATE ON THE END OF UNIT OPPOSITE DRAIN CONNECTION MUST BE REMOVED TO 
    SLIDE DRAIN PAN OUT OF UNIT FOR CLEANING. ACCESS PLATE MUST BE RE-INSTALLED AFTER
    SLIDING DRAIN PAN BACK INTO UNIT.
3. IF PERIODIC DRAIN PAN CLEANING IS REQUIRED, ALLOW ROOM FOR PARTIAL REMOVAL OF
    DRAIN PAN CONNECTION AT END OF UNIT.
4. 1” (25.4) FEMALE SCHED. 40 (10.2) PVC PIPE DRAIN CONNECTION VERTICAL CONFIGURATION.
5. 1” (25.4) FEMALE SCHED. 40 (10.2) PVC PIPE DRAIN CONNECTION HORIZONTAL CONFIGURATION.

SEE NOTES 2,3,4

SEE NOTES 2,3,4

(4) - HOLE FOR
HORIZONTAL SUSPENSION

COPPER LIQUID LINE
FIELD CONNECTION

COPPER SUCTION LINE
FIELD CONNECTION

LIQUID LINES

SUCTION LINE

REMOTE BULB TXV

FILTER ACCESS PANEL
22” (558.8) MIN. DISTANCE
BOTH SIDE

DRAIN CONNECTION
FOR HORIZONTAL

(SEE NOTE 2,3,5)

FILTER

BOTTOM RETURN

SUPPLY VERTICAL -
RETURN HORIZONTAL /
RETURN  VERTICAL

SUPPLY HORIZONTAL -
RETURN VERTICAL /
RETURN HORIZONTAL

(4)  HOLE FOR
HORIZONTAL
SUSPENSION

SIDE RETURN

BOTTOM RETURN SIDE RETURN

SUPPLY OPENING

CONTROL WIRING

LINE VOLTAGE

DUCT FLANGE
1” (25.4) 
HEIGHT

SUPPLY
OPEN

HEATER
VENTILATION

HEATER CONTROL
AND SINGLE POWER
ENTRY WIRES

42”
(1066.8)

2 3/4”
(69.85)



16 7/8"
(406.4)

1 13/16"
(46)

2 3/4"
(69.9)

42"
(1066.8)

1 9/16"
(39.7)

16 1/16"
(408)

20 1/16"
(509.6) 16 3/4"

(425.5)
16 1/4"
(412.8)

13 3/4"
(349.3)

3 5/8" (92.1)

1 5/8" (41.3)

1 5/16" (33.3)

11 1/16"
(281)

13 3/4"
(349.2)

16 1/4"
(412.8)

16 3/4"
(425.5)

19 1/16"
(484.2)

20 1/16"
(509.6)

3 5/8" (92.1)

1 5/8" (41.3)

1 5/16" (33.3)

16"
(406.4)

8 13/16" (223.8)

3 1/2" (88.9)

1 3/16" (30.2)

22 7/8"
(581)

45 1/8"
(1146.2)

6 3/4"
(171.5)

36 7/8"
(936.6)

10 7/16"
(265.1)

54 1/16"
(1373.2)

1 3/16" (30.2)

25 1/2"
(647.7)

16 1/4"
(412.8)

.70"
(17.78)

25 1/2"
(647.7)

24 1/16"
(611.2)

11 11/16"
(296.9)

47 1/2"
(1206.5)

8 5/16"
(211.1)

12 5/16"
(312.7)

2 1/4" (57.15)

6 13/16" (173)

BOTTOM RETURNSIDE RETURN

CONTROL WIRING

LINE VOLTAGE

CONTROL BOX
ACCESS PANEL

NOTES:
1. PANEL DEPTH 1/2" (12.7) (TYP. ALL PANELS).
2. REMOVABLE DRAIN PAN AND ATTACHED DRAIN CONNECTION MAY BE INSTALLED ON END
    OF UNIT IN EITHER THE VERTICAL OR HORIZONTAL CONFIGURATION, PLASTIC DRAIN PAN
    ACCESS PLATE ON THE END OF UNIT OPPOSITE DRAIN CONNECTION MUST BE REMOVED TO
    SLIDE DRAIN PAN OUT OF UNIT FOR CLEANING. ACCESS PLATE MUST BE RE-INSTALLED AFTER
    SLIDING DRAIN PAN BACK INTO UNIT.
3. IF PERIODIC DRAIN PAN CLEANING IS REQUIRED, ALLOW ROOM FOR PARTIAL REMOVAL OF
    DRAIN PAN CONNECTION AT END OF UNIT.
4. 1" (25.4) FEMALE SCHED. 40 (10.2) PVC PIPE DRAIN CONNECTION VERTICAL CONFIGURATION.
5. 1" (25.4) FEMALE SCHED. 40 (10.2) PVC PIPE DRAIN CONNECTION HORIZONTAL CONFIGURATION.

SEE NOTES 2,3,4

SEE NOTES 2,3,4
(4) - HOLE FOR HORIZONTAL
SUSPENSION

COPPER LIQUID LINE
FIELD CONNECTION

COPPER SUCTION LINE
FIELD CONNECTION

LIQUID LINES

SUCTION LINE

(2) REMOTE BULB TXV

FILTER ACCESS PANEL
22" (559) MIN. DISTANCE
BOTH SIDE

DRAIN CONNECTION
FOR HORIZONTAL

(SEE NOTE 2,3,5)

FILTER

SUPPLY OPENING

BOTTOM RETURN

SIDE RETURN

BOTTOM RETURN

SUPPLY VERTICAL -
RETURN HORIZONTAL /
RETURN  VERTICAL

SUPPLY HORIZONTAL -
RETURN VERTICAL /
RETURN HORIZONTAL

(4)  HOLE FOR
HORIZONTAL
SUSPENSION

SIDE RETURN

DUCT FLANGE
1" (25.4) 
HEIGHT

SUPPLY
OPEN

HEATER
VENTILATION

HEATER CONTROL
AND SINGLE POWER
ENTRY WIRES

42"
(1066.8)

2 3/4"
(69.9)



3 1/2” (89.4)

10 9/16”
(268.5) 16 9/16”

(420.9)

1 3/16”
(30.2)22 7/8”

(581)

61 1/8”
(1552.6)

6 3/4”
(171.45)

36 7/8”
(936.63)

10 7/16” (265.1)

54 1/16”
(1373.2)

58”
(1473.2)

2 3/4”
(69.8)

1 13/16”
(46)

16 7/8”
(428.6)

15 15/16”
(404.8)

1 11/16”
(42.9)

16 11/16”
(423.9)

17 3/8”
(441.4)

20”
(508)

1 11/16” (42.9)

3 5/8” (92.1)

16 11/16”
(423.9)

17 3/8”
(441.3)

1 11/16” (42.9)

3 5/8” (92.1)

63 1/2”
(1613)

1 3/16” (30.2)

16 1/4”
(412.8)

0.70” (17.8)

25 1/2”
(647.7)

19 11/16”
(500.1)

24 1/16”
(611.2)

63 1/2”
(1612.9)

20 5/16”
(515.9)16 5/16”

(414.3)

2 1/4” (57.2)

6 13/16” (173)

BOTTOM RETURNSIDE RETURN

CONTROL BOX
ACCESS PANEL

NOTES:
1. PANEL DEPTH 1/2” (12.7) (TYP. ALL PANELS).
2. REMOVABLE DRAIN PAN AND ATTACHED DRAIN CONNECTION MAY BE INSTALLED ON END
    OF UNIT IN EITHER THE VERTICAL OR HORIZONTAL CONFIGURATION, PLASTIC DRAIN PAN
    ACCESS PLATE ON THE END OF UNIT OPPOSITE DRAIN CONNECTION MUST BE REMOVED TO
    SLIDE DRAIN PAN OUT OF UNIT FOR CLEANING. ACCESS PLATE MUST BE RE-INSTALLED AFTER
    SLIDING DRAIN PAN BACK INTO UNIT.
3. IF PERIODIC DRAIN PAN CLEANING IS REQUIRED, ALLOW ROOM FOR PARTIAL REMOVAL OF
    DRAIN PAN CONNECTION AT END OF UNIT.
4. 1” (25.4) FEMALE SCHED. 40 (10.2) PVC PIPE DRAIN CONNECTION VERTICAL CONFIGURATION.
5. 1” (25.4) FEMALE SCHED. 40 (10.2) PVC PIPE DRAIN CONNECTION HORIZONTAL CONFIGURATION.

SEE NOTES 2,3,4

SEE NOTES 2,3,4

COPPER LIQUID LINE
FIELD CONNECTION

COPPER SUCTION LINE
FIELD CONNECTION

LIQUID LINES

SUCTION LINE

REMOTE BULB TXV

FILTER ACCESS PANEL
22” (559) MIN. DISTANCE
BOTH SIDE

DRAIN CONNECTION
FOR HORIZONTAL
(SEE NOTE 2,3,5)

BOTTOM RETURN

SUPPLY VERTICAL -
RETURN HORIZONTAL /
RETURN  VERTICAL

SUPPLY OPENING

SIDE RETURN

(4) - HOLE FOR
HORIZONTAL
SUSPENSION

CONTROL WIRING

LINE VOLTAGE

DUCT FLANGE
1” (25.4)
HEIGHT

SUPPLY
OPEN

HEATER
VENTILATION

HEATER CONTROL
AND SINGLE POWER
ENTRY WIRES

25 1/2”
(647.7)

58”
(1473.2)

2 3/4”
(69.8)

BOTTOM RETURN

SIDE RETURN

(4)  HOLE FOR
HORIZONTAL
SUSPENSION

FILTER

SUPPLY HORIZONTAL -
RETURN VERTICAL /
RETURN HORIZONTAL



3 1/2” (89.4)

10 9/16”
(268.5) 16 9/16”

(420.9)

1 3/16”
(30.2)22 7/8”

(581)

61 1/8”
(1552.6)

6 3/4”
(171.45)

36 7/8”
(936.6)

10 7/16” (265.1)

54 1/16”
(1373.2)

11” (279.4)
13 11/16”
(347.7)

16 1/4”
(412.8)

16 11/16”
(423.9)

19”
(482.6)

20”
(508)

1 5/16” (33.4)

1 5/8” (41.3)

3 5/8” (92.1) 3 5/8” (92.1)

1 5/8” (41.3)

1 5/16” (33.3)

13 3/4”
(349.3)

16 1/4”
(412.8)

16 3/4”
(425.5)

20 1/16”
(509.6)

58”
(1473.2)

2 3/4”
(69.8)

1 13/16”
(46)

16 7/8”
(428.6)

15 15/16”
(404.8)

1 11/16”
(42.9)

1 3/16”
(30.2)

25 1/2”
(647.7)

16 1/4”
(412.7)

0.70” (17.8)

25 1/2”
(647.7)

19 11/16”
(500.1)

24 1/16”
(611.2)

63 1/2”
(1613)

20 5/16”
(515.9)16 5/16”

(414.3)

2 1/4” (57.15)

6 13/16” (173)

BOTTOM RETURNSIDE RETURN

CONTROL BOX
ACCESS PANEL

NOTES:
1. PANEL DEPTH 1/2” (12.7) (TYP. ALL PANELS).
2. REMOVABLE DRAIN PAN AND ATTACHED DRAIN CONNECTION MAY BE INSTALLED ON END
    OF UNIT IN EITHER THE VERTICAL OR HORIZONTAL CONFIGURATION, PLASTIC DRAIN PAN
    ACCESS PLATE ON THE END OF UNIT OPPOSITE DRAIN CONNECTION MUST BE REMOVED TO 
    SLIDE DRAIN PAN OUT OF UNIT FOR CLEANING. ACCESS PLATE MUST BE RE-INSTALLED AFTER
    SLIDING DRAIN PAN BACK INTO UNIT.
3. IF PERIODIC DRAIN PAN CLEANING IS REQUIRED, ALLOW ROOM FOR PARTIAL REMOVAL OF
    DRAIN PAN CONNECTION AT END OF UNIT.
4. 1” (25.4) FEMALE SCHED. 40 (10.2) PVC PIPE DRAIN CONNECTION VERTICAL CONFIGURATION.
5. 1” (25.4) FEMALE SCHED. 40 (10.2) PVC PIPE DRAIN CONNECTION HORIZONTAL CONFIGURATION.

SEE NOTES
2,3,4

SEE NOTES 2,3,4

(4) - HOLE FOR HORIZONTAL
SUSPENSION

COPPER LIQUID LINE
FIELD CONNECTION

COPPER SUCTION LINE
FIELD CONNECTIONSUCTION LINE

(2) REMOTE BULB TXV

FILTER ACCESS PANEL
22” (558.8) MIN. DISTANCE
BOTH SIDE

DRAIN CONNECTION
FOR HORIZONTAL
(SEE NOTE 2,3,5)

LIQUID LINES

FILTER

BOTTOM RETURN

SIDE RETURNBOTTOM RETURN

SUPPLY VERTICAL -
RETURN HORIZONTAL /
RETURN  VERTICAL

SUPPLY HORIZONTAL -
RETURN VERTICAL /
RETURN HORIZONTAL

SIDE RETURN

SUPPLY OPENING

(4)  HOLE FOR
HORIZONTAL
SUSPENSION

CONTROL WIRING

LINE VOLTAGE

DUCT FLANGE
1” (25.4) 
HEIGHT

SUPPLY
OPEN

HEATER
VENTILATION

HEATER CONTROL
AND SINGLE POWER
ENTRY WIRES

58”
(1473.2)

2 3/4”
(69.8)



19 1/2” 
(495.3)

74 1/8”
(1882.8)

3 7/16” (87.3)
2 3/4”
(69.8)

17 7/8”
(454)

3 5/16” (84.1)

4 1/4” (108)

30 1/16”
(763.7 )

23 5/8” (600.6)

22”
(558.8)

21 1/2”
(546.1)

18 11/16”
(474.7)

18 5/16”
(465.1)

15 13/16”
(401.6)12” (304.8)

21 1/2”
(546.1)

1 5/16” (33.3)

2 1/8” (54)
2 7/16” (62)
4 1/4” (108)

25 1/8”
(638.2) 18 11/16”

(474.6)
18 3/8”
(466.7)

15 13/16”
(401.64)

4 1/8” (104.8)

2 5/16” (58.7)

2” (50.8)

9 5/8”
(244.5)

48”
(1219.2)

11 7/16” (290.5)

1 3/16”
(30.2)

69 1/16”
(1754.2)

79 5/8”
(2022.5)

1 1/4”
(31.8)

77 3/16”
(1960.6)

29 1/16”
(738.2)

2 7/8” (73)

16 5/16”
(414.3)

29 1/16”
(738.2)

4 5/16” (109.5)

12 1/8”
(308)

79 9/16”
(2020.9)54 15/16”

(1395.4)

12 3/8” (314.3)

BOTTOM RETURNSIDE RETURN

CONTROL BOX
ACCESS PANEL

NOTES:
1. PANEL DEPTH 1/2” (12.7) (TYP. ALL PANELS).
2. REMOVABLE DRAIN PAN AND ATTACHED DRAIN CONNECTION MAY BE INSTALLED ON END
    OF UNIT IN EITHER THE VERTICAL OR HORIZONTAL CONFIGURATION, PLASTIC DRAIN PAN
    ACCESS PLATE ON THE END OF UNIT OPPOSITE DRAIN CONNECTION MUST BE REMOVED TO 
    SLIDE DRAIN PAN OUT OF UNIT FOR CLEANING. ACCESS PLATE MUST BE RE-INSTALLED AFTER SLIDING
    DRAIN PAN BACK INTO UNIT.
3. IF PERIODIC DRAIN PAN CLEANING IS REQUIRED, ALLOW ROOM FOR PARTIAL REMOVAL OF
    DRAIN PAN CONNECTION AT END OF UNIT.
4. 1” (25.4) FEMALE SCHED. 40 (10.2) PVC PIPE DRAIN CONNECTION VERTICAL CONFIGURATION.
5. 1” (25.4) FEMALE SCHED. 40 (10.2) PVC PIPE DRAIN CONNECTION HORIZONTAL CONFIGURATION.

SEE NOTES
2,3,4

SEE NOTES 2,3,4 (4) - HOLE FOR HORIZONTAL
SUSPENSION

COPPER LIQUID LINE
FIELD CONNECTION

COPPER SUCTION LINE
FIELD CONNECTION

LIQUID LINES
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BOTTOM RETURN
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RETURN HORIZONTAL /
RETURN  VERTICAL
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SUSPENSION

SIDE RETURN

CONTROL WIRING

LINE VOLTAGE
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1” (25.4)
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SUPPLY
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HEATER CONTROL
AND SINGLE POWER
ENTRY WIRES

74 1/8”
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2 3/4”
(69.8)

SUPPLY
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BOTTOM RETURNSIDE RETURN

CONTROL BOX
ACCESS PANEL

NOTES:
1. PANEL DEPTH 1/2” (12.7) (TYP. ALL PANELS).
2. REMOVABLE DRAIN PAN AND ATTACHED DRAIN CONNECTION MAY BE INSTALLED ON END
    OF UNIT IN EITHER THE VERTICAL OR HORIZONTAL CONFIGURATION, PLASTIC DRAIN PAN
    ACCESS PLATE ON THE END OF UNIT OPPOSITE DRAIN CONNECTION MUST BE REMOVED TO 
    SLIDE DRAIN PAN OUT OF UNIT CLEANING. ACCESS PLATE MUST BE RE-INSTALLED AFTER
    SLIDING DRAIN PAN BACK INTO UNIT.
3. IF PERIODIC DRAIN PAN CLEANING IS REQUIRED, ALLOW ROOM FOR PARTIAL REMOVAL OF
    DRAIN PAN CONNECTION AT END OF UNIT.
4. 1” (25.4) FEMALE SCHED .40 (10.2) PVC PIPE DRAIN CONNECTION VERTICAL CONFIGURATION.
5. 1” (25.4) FEMALE SCHED .40 (10.2) PVC PIPE DRAIN CONNECTION HORIZONTAL CONFIGURATION.

SEE NOTES
2,3,4

SEE NOTES 2,3,4
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Top View
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At 10 or 
2 O’Clock

Bulb
Retaining
Clip

Insulating
Tape

VENT

DRAIN

CLEAN
OUT

Materials
2 each - TEE
2 each - 90° ELL
1 each - PLUG
2 each - 6” NIPPLE
2 each - 2” NIPPLE
1 each - 1” NPT to PVC or 
                COPPER ADAPTER



Filter
Frame



Heater Control 
Single Point Power

Control Wiring

Line 
Voltage 
Entrance



Zone Sensor
See Note 2

T’stat
See Note 2

Air Handler

Disconnect Switch
(By Others)

Disconnect Switch
(By Others)
See Note 1

See Note 4

Electric
Heat Accessory

Disconnect Switch
(By Others)
See Note 1

B

A
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D
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